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Model Number: OC-SR30M 
 

12Volt 30Amp solar regulator  
with 30Amp Load control. 

 
 
Introduction 
This solar charge controller is designed to regulate the voltage into a battery to 
minimise recharge time, prevent overcharge, and maximise the service life. 
It is pre-programmed for all lead-acid type batteries (Conventional flooded wet 
cell, Calcium, AGM and Gel) however for best results we recommend the use 
with AGM types. 
The LOAD terminals allow monitoring and control of up to 30Amps. 
 
Features 
Intelligent microprocessor control. 
Natural cooling (no fan) 
Over-charge protection. 
Over-discharge protection Low Voltage Disconnect (LVD). 
High efficiency Pulse Width Modulation (PWM) charging circuit 
Large LCD for easy reading 
 
Technical data 
Maximum solar input: 500Watts 
Maximum solar voltage: 28Voc 
Maximum output: 30Amps 
Maximum load: 30Amps 
Charge voltage: 14.5V 
Float/Trickle voltage: 13.7V 
Low Voltage Disconnect (LVD): 10.2V trip. 12.0V reconnect. 
No load power consumption: <25mA 
Operating temperature: -25 to +40 degC 
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Installation 

 For 12Volt nominal systems only. 

 For use with Lead-Acid type batteries only, such as Conventional 
wet cell, Calcium, VRLA, AGM and Gel.  
Never use with Lithium, Ni-Cad, etc. 

 Choose a well-ventilated and dry location. The unit will get hot 
during normal use. Generally a space of 50mm (2”) in every 
direction is sufficient.  
If the unit gets too hot, it will de-rate to protect itself and you will 
not get full output. Excessive heat will also reduce the service life 
of the internal components. 

 Do not install where the unit may become wet or subject to direct 
sunlight. 

 Do not install where unauthorised persons and/or children can 
operate. 

 Use multi-strand copper wire minimum 6mm
2
. 

 When installing more than three solar panels in parallel, always 
use a rooftop fuse or circuit breaker on each one at the point of 
common connection.  
We always recommend a rooftop fuse or circuit breaker for any 
number of installed solar panels so the regulator can be installed 
without any live wires. 

 Always install a fuse or circuit breaker close to the battery. 
 
Connection sequence: 

1. Battery 
2. Solar 
3. Load (if any) 

 
Disconnection sequence: 

1. Solar 
2. Load (if any) 
3. Battery 
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Connections and Controls 
 
 
 

 
 
 

 

1. Liquid Crystal Display (LCD) 
2. Display change button.  

Pressing this three times will go around in a loop. 
Mode 1: Battery voltage 
Mode 2: Solar input current Amps 
Mode 3: Load current Amps 

3. Load control button. Press to switch the load On/Off. 
4. Solar panel connection. Warning: Polarity sensitive! 
5. Battery connection. Warning: Polarity sensitive! 
6. Load connection. Warning: Polarity sensitive! 
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2 YEAR MANUFACTURER WARRANTY 
 

Zylux Distribution Pty. Ltd. (OzCharge) warrants to the Customer that this 
product is substantially free from defects in materials and workmanship under 
normal use for a period of Two Years from the Date of Purchase. 
Please ensure you keep a copy of your purchase on file as this will be required 
to validate your warranty. 
 
Obtaining Warranty Service 
Within the warranty period, the Customer must contact the authorised supplier 
/ installer / retailer where the product was purchased or alternatively you can 
contact the OzCharge service centre through one of the following methods: 
 
Website: www.ozcharge.com 
 
If the Authorised Supplier and / or OzCharge service centre concludes that while 
under normal use, a product failure or malfunction occurred during the warranty 
period and was caused by a defect in material or workmanship (see Exclusions), 
the Customer will be asked to ship to the nearest service point for repair or 
replacement, at our discretion. The product must be packaged appropriately for 
safe shipment. To prove that the product is under warranty, the customer should 
enclose a copy of their receipt for proof of purchase. It is recommended that 
returned products be sent by registered mail as Zylux Distribution Pty Ltd. 
(Ozcharge) accepts no responsibility / liability for goods lost or damaged in 
transit. Return Shipping costs to be incurred by the Customer. 
Exclusions 
If upon receiving a product for repair and if testing and examining the product 
has disclosed that the alleged defect or malfunction in the product does not 
exist or was caused by the Customer or any third persons misuse, physical 
abuse, water or lightning damage, unauthorised attempts to open, repair or 
modify the product or improper installation, this will not be covered under this 
warranty.  
This Warranty is void if: 

1. The product has been tampered with or repaired by an unauthorised 
person. 

2. The warranty seal is broken or altered. 
3. The warranty period has expired. 

 
Specifications subject to change without notice. 

Distributed by Zylux Distribution Pty. Ltd. 
ABN: 66 101 378 009 
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